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9000 SERI

4000 SERIES

FAR 25.853 (a) and (d) Rated

FAR 25.853 (a) Rated

SIMONA BOLTARON’S FULL RANGE OF
FAR-RATED HIGH IMPACT SHEET FOR
AIRCRAFT INTERIOR COMPONENTS

PRODUCT

SPECIFICATION

FAR 25.853
(a), (i) & (ii)

FAR 25.853 (d)

9815E/9815N

65/65

9850,/9850N

LOW SMOKE 55/55

9200

LIGHT OPACITY

9865

RECYCLED GRADE

4330

HIGH IMPACT

4330L

LIGHT WEIGHT

4205

HIGH TEMP »200°F

4350

CLEAR

4800

LOW SMOKE

4365

RECYCLED GRADE

4430

OPAL

0.040-0.250 in.
(1.02-6.35 mm)

0.040-0.250 in.
(1.02-6.35 mm)

0.047-0.060 in.
(1.2-1.52 mm)

0.040-0.250 in.
(0.1-6.35 mm)

0.028-0.250 in.
(0.71-6.35 mm)

0.028-0.250 in.
(0.71-6.35 mm)

0.028-0.250 inc
(0.71-6.35 mm)

0.062-0.250 in.
(1.57-6.35 mm)

0.040-0.250 in.
(1.02-6.35 mm)

0.028-0.250 in.
(0.71-6.35 mm)

0.028-0.250 in.
(0.71-6.35 mm)

% ,5p

DESIGN
INTEGRAL | INTEGRAL

SHEET FILM Rg;l('r-zrfn ?E)E?SEE ET)S(Brli'JDREED CLEAR OcPoAL%l:zE :FE;:E%'} MEE;‘:'&';!(: DE(I:’%TS:WE
® O ® O v @ @ @
. . ANY
. . CUSTOM
o o o s o o
o ® O w | @ @ @
. . ANY
. . . CUSTOM

CLEAR

. LIMITED ‘ ?rlfrtlj$ .

[ ) o ® ANY
® e O s ®
o o () ANY o

Typical properties are based on laboratory tests conducted on material samples in accordance with standard testing methodology. SIMONA Boltaron makes no express or implied warranty that its products will perform in accordance with the data in all conditions
and circumstances. To determine suitability for use, users must test applications under actual operating conditions.




